
Oil Filter Element
NSN 2940-01-011-9260 gets the oil filter element for the MW24C scoop

loader. The element listed for Item 13 in Fig 12 of TM 5-3805-262-24P is no
longer available.

Defroster Switch
NSN 5930-01-177-9532 gets the console switch for the scoop loader’s defroster

fan. The switch is missing from Fig 124 of TM 5-3805-262-24P.
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MW24C Scoop Loaders…
Belts

Keep drive belts tight. A quick and easy check is to use your thumb. Push down
mid-way between the two pulleys with your thumb. Deflection should be about 1⁄2
inch—about the width of the belt—for each 12 inches of span length.

Air Cleaner
Clean off the air cleaner’s inlet before start-

ing the engine. The engine won’t get much air
if the air cleaner is choked with snow or ice.

In a snow or sleet storm, shield the inlet
with a piece of scrap tarp to keep snow or
sleet out. 

Keep these

cold weather

tips handy when

the temperature

drops and the

ground turns

hard. 

Take a look at

the scoop loader’s

hoses. Hoses rot,

harden or crack

with age.

Hoses

A little T-L-C

goes a long

way when cold

weather

arrives.

Check
deflection
here…

…or
here

If you can’t add a

cover, brush away

snow and ice from

around the inlet

before you try to

start the engine.

Replace both belts
if one is weak

Cover with a temporary shield
to keep out ice and slush

Hard (cracks 
are a clue)?

Mushy?

Puffy?Wet (or even damp)?
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